
PT. Stabilised PavementsIndo



Ç Establishedat 2001, a road construction
company which specialized for Road
StabilisationMethod.

Ç Part of StabilisedPavementsGroup from
Australia

Ç StabilisedPavementsGroupis operatingat
countries suchas: Australia, Malaysia,UK,
Brunei,Singapura,& Indonesia

PT. StabilisedPavementsIndo



PT. StabilisedPavementsIndo

ÅWork Priorities: 

1.  Safety, 2.  Quality, 3.  Productivity

ÅHave been done >1000 km roads with 
stabilisationmethod. 

ÅOur customers: PT. Chevron Pacific Indonesia, 
PT. RAPP, Santos Oil & Gas, PT. Toba Pulp 
Lestari, PT. Vale, PT. OKI Pulp & Paper, Civil 
Work Department, Transportation Department, 
Private Companies/State-Own Company, dll



PT. StabilisedPavementsIndo

Current Stabilisation
method 

Stabilisationmethod, long 
time ago..



What is stabilisation?

Stabilisationis the method for 
improvement of a soil or pavement 

material usually through the addition of 
a binder or additive.

Stabilisasiadalahsebuahproses untuk
memperbaikiataumeningkatkanmaterial 
jalanlama (existing) denganmeningkatkan

propertisnya.  



Equipment for Road Stabilisation

Binder 
Spreader

ReclaimerStabiliser+ Water Tank

Compactors Grader



Road stabilisation, in addition to saving time 
in the implementation and more 
environmentally friendly, also:

1. Quality = LebihKaku(more
stiffer),  mengikat(binding), 
lebih tahanair (water 
resistance)

2. Cost Reduction, either cost when 
operational or construction cost



Reduce Rolling 
ResistanceDust reduction

Increase Safety, 
Environment & Cycle Time

Reduce

R/M & Fuel 
Cost 

Weight

Rolling Resistance

Friction Friction

Direction 
of travel

User benefits..



Reduce the risk of 
accident

Less disruption 
during construction

Hauling hasil tambang
tidak banyakterganggu

Extend 
vehicle life

User benefits..



Work Metode of Stabilisation

Lane 1

Lane 2

Lane 3

Arah Penebaran 

semen / additif

Reclaimer Stabiliser
Motor GraderSpreader

Penebaran Binder/Additive
(Spreading) (Dry & Wet Mixing)

ARAH PEKERJAAN (MAX. 200 METER/PENEBARAN)

Perataan
(Grading)

PTR/Smooth Drum
Pad Foot/

Pemadatan
(Compacting)

Smooth 
Drum

PTR /

Pemadatan Akhir
(Final Compacting)

Water Tank

Curing

+ Water Tank

Adukan Kering & Basah

+

SPREADING

DRY-MIX

WET-MIX

COMPACTING

GRADING

CURING

COMPACTING


